
RESIDENTIAL CHECKLIST 
 
FOOTING / FOUNDATION 
� Permit Site Card posted 
� App plans on job site / Setbacks per plot plan 
� Continuous footing size/depth, per plan 
� Horizontal and Vertical Steel Reinforcing per plan 
� Concrete cover (3” minimum) 
� Concentrated load piers footings per plan 

 
 
 



 
 
PRE-SLAB / INTERIOR BEARING FOOTINGS 
� Size / depth/ location of footings per plans 
� Steel reinforcing per plans 
� Steel has minimum 3” concrete cover 
� All expansion joints installed per plan 
� Slab thickness (minimum. 3 ½”) 
� Copper & plastic piping sleeved 
� No piping parallel and/or embedded within footing 
 
 
 



MASONRY WALLS 
� Steel lintel sizing per plans 
� Minimum bearing width @ steel lintels 
� Masonry lintel steel reinforcing size / grade 
� Vertical steel reinforcing per plans 
� Cells solid grouted @ columns 
 
FLOOR FRAMING: 
� Floor beams sized per plans 
� Glu-lam beams identified w/ proper species & camber 
� Glu-lam beams w/ camber not installed upside down 
� Beams supported 
� Notching and drilling of joists 

 
 
 



 
 
 
 
 



 
 
 
 



 

� Web stiffeners installed @ wood I-beam bearing locations, if  specified 
� 2x solid blocking, bands or rim joist at ends of floor joists 
� Floor openings framed 
� Second floor bearing walls perpendicular to floor joists not offset more than depth of supporting 
 beams 
� Floor joists under & parallel with second floor bearing walls are doubled 
� Stair stringers sized 
� Stair risers 7 3/4”, treads minimum 10” +/- 3/8” 
� Landing depth equal to width of stairs, minimum 36" 
� Minimum 6'8" headroom above stairs 
� All floor openings fire blocked 
� Habitable rooms – no dimension less than 7 ft 
 
 

Floor Joist Spans for Sleeping areas 30 psf 

Spacing species size 10 psf 20 psf 

12 SP#2 2x6 11-3 11-3 

2x8 14-11 14-7 

2x10 19-0 17-9 

2x12 23-0 20-7 

SYP#2 2x6 11-10 11-10 

2x8 15-7 15-7 

2x10 19-10 18-7 

2x12 24-2 21-9 

16 SP#2 2x6 10-3 9-11 

2x8 13-6 12-7 

2x10 17-2 15-5 

2x12 19-11 17-10 

SYP#2 2x6 10-9 10-5 

2x8 14-2 13-6 

2x10 18-0 16-1 

2x12 21-1 18-10 

24 SP#2 2x6 8-11 8-1 

2x8 11-6 10-3 

2x10 14-1 12-7 

2x12 16-3 14-7 

SYP#2 2x6 9-4 8-6 

2x8 12-4 11-0 

2x10 14-8 13-1 

2x12 17-2 15-5 

 

 



Floor Joist Spans for 40 psf 

    

   

10 psf 

 

20 psf 

12 SP#2 2x6 10-3 

 

10-3 

  

2x8 13-6 

 

13-3 

  

2x10 17-3 

 

16-3 

  

2x12 20-7 

 

18-10 

      

 

SYP#2 2x6 10-9 

 

10-9 

  

2x8 14-2 

 

14-2 

  

2x10 18-0 

 

16-11 

  

2x12 21-9 

 

19-10 

      16 SP#2 2x6 9-4 

 

9-1 

  

2x8 12-3 

 

11-6 

  

2x10 15-5 

 

14-1 

  

2x12 17-10 

 

16-3 

      

 

SYP#2 2x6 9-9 

 

9-6 

  

2x8 12-10 

 

12-4 

  

2x10 16-1 

 

14-8 

  

2x12 18-10 

 

17-2 

 

 

 

     24 SP#2 2x6 8-1 

 

7-5 

  

2x8 10-3 

 

9-5 

  

2x10 12-7 

 

11-6 

  

2x12 14-7 

 

13-4 

      

 

SYP#2 2x6 8-6 

 

7-9 

  

2x8 11-0 

 

10-0 

  

2x10 13-1 

 

12-0 

  

2x12 15-5 

 

14-0 

       
 



 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 



 



 
 
 
 
 
 
 
 
 
 



NAILING 
� Proper Structural Sheathing 
� Approved fasteners (treated wood locations especially) 
3”Horizontal 
6” Vertical 
12” in field of sheathing 
� Hurricane ties on outside plane of sheathing 
 
PRE-FABRICATED JOISTS & TRUSSES 
� Truss design calcs & layout plan on job site 
� Design loads per plans Engineer's seal on calculations 
� Proper hangers used at girder / truss connections 
� Truss layout/configuration per truss design calcs 
� Girder trusses have proper # of plies / nailed/bolted per calcs 
� No cut, notched, drilled, or spliced trusses w/o registrant  approval 
� Lateral web bracing installed per truss calcs 
� Multiple point bearing trusses have proper support at each  bearing pt. 
� Grade marks match truss calcs 
� Lumber sizes match truss calcs 
� Plate connectors match truss calcs 
� Gable end truss bracing 
� Eave & gable venting 
� Truss to truss connections / hangers 
 
ROOF / CEILING FRAMING 
� Roof joists size/grade/spacing per plan 
� 1 1/2" minimum bearing widths @ trusses / joists 
� Solid wood & glue-lam beams sized per plans 
� All trusses / joists secured to bearing walls & beams 
� Stubbed trusses have blocking or shear panels between trusses per plan 
� Gable end sway bracing & ties installed per plan details 
� Gable end trusses connected to exterior wall per plan details 
� No cut / damaged / modified pre-fab trusses, girders or beams 
� Insulation baffles installed at eave vents 
� 2x solid roof joists have cross-ventilation 
� Over-framing roof rafters, ridge beam & king posts installed per plan details 
� Lower roof deck continuous under all over-framing or 2x top chord bracing installed 
� Provide for minimum 20”x30” finished access opening where attic height >30” 
� Ceiling joists size, spans per plans 
� Material / span index 
� Deck nailing Minimum 8d’s @ 6" OC @ edges, 12" OC @ field 
� Butt joints spaced 1/8" minimum (Install specs) 
� Roof vents installed per plans 
 
 
WALL FRAMING: 
� Wall studs grade & size 
� No over height limitations 
� Interior bearing wall studs @ 16" OC 
� Exterior walls & interior bearing wall studs have double top plates, splices 24" apart minimum. 
� Metal tie straps at top plate joints < 24” offset exterior, bearing or shear walls 
� Hardware at exterior walls & interior bearing studs top & bottom plates per plan 
� Holes/notches in studs 



 
 
 
 
 
 
 
� Proper size headers/beams @ all openings per plan 
� Interior shear wall material/blocking/fastening per shear schedule 
� Interior shear wall transfer connections to floor & roof diaphragms per plan details 
� Interior shear wall foundation anchors & hold-downs installed per shear schedule. 
� Interior non-bearing wall studs maximum 24" OC 
� Fire blocking installed at chases, stud bays, top plate openings, etc. 
� Bedroom emergency egress windows per 
� Minimum 36" clear hallway width 
� Minimum Room areas, Ceiling Height 7’6” in habitable rooms 
� Tempered safety glass where required 
� Ext. wall, interior braced or bearing top plates cut >50%, metal tie 11/2” wide with 8-16d nails 
� Frame 
 



 
 



 



 
 



 
 
 



 
 



 
 



 
 
 
 
 
 



 
 
C. MECHANICAL: 
� Attic furnaces supported by truss top chords and installed per mfg installation instructions 
� Attic furnace clearance to combustible material per mfg instructions 
� Provide for minimum 20”x30” finished access opening where necessary 
� Min 24" walkway from access opening to furnace, 20' maximum distance, all edges blocked & nailed 
� Min 30" wide work platform installed full length & in front of furnace & 30" head clearance, all edges 
 blocked & nailed, no obstructions 
� Upper & lower combustion air vents installed if gas appliances installed in confined space, (100" sq in 
 minimum) 
� Attic furnace “B” vent installed per mfg instructions with 1" minimum clearance to combustibles 
� Gravity “B” vents offset maximum 60 degrees from vertical 
� “B” vents have (3) sheet metal screws at appliance collar connection 
� “B” vents horizontal length maximum 75% vertical length 
� “B” vents terminate 8' horizontal from wall, & minimum 12" above roof if < 12" diameter 
� Attic A-coil drain pan installed and sloped to secondary drain outlet 
� Primary condensate drain trapped & vented, sloped 1/8" per ft & supported 48" OC maximum &  
 terminates in readily accessible location 
� Secondary condensate sloped 1/8" per ft & supported 48" OC & terminates above primary 
� A/C refrigerant lines insulated 
� All supply & return air ducts sized & installed per plans 
� Metallic supply duct insulated in attic spaces 
� Maximum 1/2" / ft sag between supports for flexduct per installation Instructions 
� All NM flex supply & return duct connections to rigid collars have band connectors and proper tape 
� Metallic flex ducts supported 48”oc with 1 ½” straps 
� All joints for metallic ducts have minimum (3) sheet metal screws (except dryer vent) 
� Exhaust fans installed in bathrooms & toilet rooms (or 1.5 sq ft natural ventilation) 
� Bathroom exhaust fans sized 50 cfm minimum. 
� Minimum 4" dryer vent per manf. Instr.35’ maximum; elbows reduce 
� Insulation barrier shaft minimum 24” in height provided at all B vents in insulated areas. 
� Makeup air for clothes dryers 
� Combustion air gas dryers 
 

 



 
 
GAS: 
� Under slab gas line sleeved & vented per Approved detail 
� Labeling of gas line (5’ intervals) yellow sticker with black letters 
� Paint Exterior Steel Piping 
� Sediment Traps 
� Shut off valves 
� Regulator placement and vent limiter 
� Gas line minimum 10 psi air pressure test 10 minutes 
� Gas piping supports: (Horizontal)1/2" = 6 ft OC maximum 3/4" or 1"= 8 ft OC maximum 1 1/4" or 
larger = 10 ft OC maximum 
� Gas S.O.V. within not less than 6ft & in the same room of all appliances except range (6ft) 
� 18" high platforms for all appliances with ignition source within garage 
� All hot water heaters in garage have vehicle protection or out of path 
� Carbon Monoxide Detectors 



 
 

 

 



 

 



 

 
 



 

 
 



 

 
 



 

 



PLUMBING: 
 
SEWER: 
� Material & size 4” minimum 
� Minimum slope 
� Proper transition glue/fitting 
� Exterior two-way cleanout 
� Additional cleanouts as needed 
� Sand or clean soil bedding 
 
WATER SERVICE: 
� Proper water service line size 
� Proper fittings and/or glue 
� Sand or clean soil bedding 
� Sleeved at all trench cross-over’s 
 
 
Under Slab: 
� 10' Head pressure test 
� Minimum slope 
� Sand or clean soil bedding 
� Cleanouts 
� Maximum 6 F.U.'S @ 2" horizontal drain 
� Proper sweep @ all fittings 
� Proper length of trap arms 
1. Minimum 2x dia 
2. 5' maximum (1 1/2") 
3. 8' maximum (2") 
4. 12' maximum (3") 
� All piping properly protected 
 
 
WATER DISTRIBUTION: 
� Cold water branch sizing 
� Hot water branch sizing 
� Sand or clean soil bedding 
� Tested at operating pressure or 100 psi minimum for minimum 15 minutes with proper gauge 
� Copper protected @ all cross-over 
� No kinked / damaged copper 
� Copper sleeved 
� No copper within pier footings 
� Waste & vent lines under 10' head test or 5 lb psi air test 
� Water heater T & P drain installed & sloped to flow by gravity to exterior 
� All branch cold & hot water lines sized Maximum 6 FU’s on 1/2" branch 
� All water & drainage lines protected at wall studs & top & bottom plates where 1.5 wood 
� All copper piping < 1 ¼”supported 6 ft OC maximum and secured to wall studs at each fixture 
connection 
� All plastic piping supported 
� All copper protected at exterior wall penetrations & where in contact with dissimilar metallic materials 
� 1 1/2" trap arms maximum 3'6" length 
� 2" trap arms maximum 5'0" length 
� 3" trap arms maximum 6'0" length 
� Maximum 90 degree offset for trap arms < 3" 
� Proper sweep of fittings for drainage 
� No vents offset horizontally below pt 6" above flood level 
� Island vents extend vertically minimum to drain board height 



� All hose bibs have vacuum breakers 
� Minimum 30" clear width at water closets, 15" to center and & 21" in front 
� All exterior sill plate cut-outs grouted/sealed 
� All concrete floor openings for p-traps grouted 
� All tub/shower enclosures installed w/2x blocking at flanges 
� All tub/shower mixing valves & shower head supply installed & under test 
� Approved screws used at water closet flange and no off-set flanges 
� All wood floor openings fire-blocked with drywall 

 

 
 
 
 



 



 

 

 
 



 
 

 



 
 



 



 

 



 



 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



E. ELECTRIC: 
� Electric Panel board complete: 
 Proper size/type circuit breakers 
 Minimum (1) 20 amp bathroom circuit 
 No damaged conductors 
 Lugs not over-filled 
 Same size conductors on same lug 
 Oxide inhibitor (Noalox) installed at aluminum conductors terminations in lugs/breakers 
 Dead front installed 
 No unused knockouts 
 1/4" air space behind panel 
 Plywood support panel painted 
� Install grounding electrode conductor 
� Minimum #4 copper water/gas bond, (200 amp service) 
� Ground metallic water service if 10’ or more within interior only of building 
� SES has minimum ¼” air space back of enclosure 
� SE & NM cable supported 4 1/2' OC & within 8" of NM boxes 
� SE & NM cable protected from damage 
� No SE & NM cable within 6' of attic scuttle or protected 
� Minimum (2) 20 amp small appliance circuits @ kitchen & dining, pantry & breakfast areas 
� Kitchen counters have receptacles spaced maximum 48" OC and within 24" of ends of counter tops 
� Floor boxes listed for purpose intended 
� Bedroom circuits wired for Arc-Fault protection 
� All electric boxes secured, no over-fill, no pancake boxes less than 6 cubic inches 
� Minimum 6" of conductors within boxes 
� Minimum 1/4" of NM sheathing within boxes 
� Boxes for range/ovens have proper knockouts & size for conductors 
� Proper size circuit conductors for A/C’s, ranges, cook tops, water heaters & dryer 
� Minimum (1) 20 amp circuit for laundry outlets 
� Minimum (1) 20 amp circuit for bathroom receptacles GFCI 
� General receptacle spacing @ 12' OC & within 6' of all door openings and at least (1) at walls > 24" in 
width,  
 no wall space more than 6ft from receptacle 
� GFCI receptacle locations 
� Smoke detector locations: all interconnected 
 1. All bedrooms 
 2. All bedroom hallways 
 3. Minimum (1) in basement / Minimum (1) on each floor 
� Smoke detectors installed per manufacturer’s instructions 
 

 

� Attic furnaces: 
 1. Light switch @ scuttle opening & light at equipment 
 2. Disconnect for equipment hardwired (No Cord & Plug) 
 3. General purpose recept at same level & w/i 25’ of HVAC 
� Metal boxes properly grounded 
� Hydro massage tub 
 1. Tub motor bonded with #8 solid to water piping & elec  equip. 
 2. Circuit GFCI protected 
 3. Motor & receptacle / disconnect accessible 
� Permanently connected appliances > 300 volt - amperes or 1/8 HP have circuit breaker locks or 
disconnecting means 
 
 



 



 

 
 

 
 
 
 
 



ENERGY REQUIREMENTS 
� R-30 Ceiling, R-19 Floors R-13 Walls 
� R-5 Pull down stairs 
� Horizontal attic opening R-10 
� Programmable thermostat 
� Glazing U-factor .35 
 SHGC .35 
� Energy Card 
� Duct Blaster test data .30 CFM50/Sq foot of Surface area or 
 5 air changes per hour (ACH50) 
� Blower Door test or Visual insp. certificate 
 
 
FINAL INSPECTION 
 
GARAGE: 
� Floor slopes to a drain or vehicle door 
� Garage receptacles GFCI or single devices for dedicated use.  Dedicated labeled non GFI 
� All appliances installed in garage have vehicle protection (steel bollard or out of path) 
� Appliances with ignition source elevated 18" 
� Gas lines under minimum (10 psi pressure test for 15) minutes with all SOV’s in open position with 
 flex connector installed & capped. SOV within 3' of appliance (except range, 6') 
� Upper & lower combustion air vents installed as required 
� Expansion tanks 
� Gas appliance single wall vent connectors sloped minimum 1/4" per ft and all joints fastened with (3) 
 sheet metal screws each 
� Metal ceiling fire-stop installed at “B” vent penetration at ceiling per manufacturer’s instructions 
� W/H T & P drain completed, sloped 1/8" per ft, terminates 6"  minimum or 24” max 
� Occupancy separation door between house & garage: 
 1. 1 3/8" minimum solid core or rated 20 minutes 
 2. Smoke seal gaskets at jambs & header 
 
ATTIC AREA: 
� Scuttle opening 20x30 finished 
� Primary & secondary condensate drains installed, trapped &  vented 
� No insulation in attic A/H drain pans 
� Furnace & air handler connected to supply circuit disconnect switch and within sight 
� All electric in attic trimmed out 
� Upper & lower combustion air ducts installed and clear 
� Ridge vents, dormer vents & O-Hagen-tile vent openings installed per attic ventilation calcs 
� Attic insulation installed per plans 
 
 
LAUNDRY: 
� Exhaust fan installed or 1.5 sf openable window 
� 20 amp receptacle in laundry (within 6') 
� Dryer vent extends beyond finished surface 
� Floor drains, if installed, have trap primer to maintain wet seal 
� Ceiling light & switch installed 
 
HALLWAYS: 
� 36" minimum clear width 
� Minimum (1) electric receptacle if > 10 ft in length 
� Smoke alarms outside each separate sleeping area 
� Exit Door – side hinged, min. 3’ wide X 6’8 height 
 



STAIRS: 
� 36" minimum width, 36" minimum landings 
� Landing depth same width as stairs 
� Minimum 10" depth, maximum 7 3/4" rise, risers & treads +/- 3/8" 
� 6'8" minimum head clearance 
� Handrails required at four or more risers 
� Handrails 34" to 38" above nose of tread to top of handrail 
� Handrails have 1 1/2" clearance to wall 
� Handrails grip size 
� Handrails extend to top & bottom risers with returns to wall or newel post 
� Safety glazing @ windows @ landings < 60" A.F.F. 
� Minimum 36" high guardrail with max 4" space between members 
� Wall switch for lighting each floor level 
 
BEDROOMS & DENS (w/closet): 
� Minimum 5.0 sf opening egress window at grade; 5.7sf 2nd flr. 
� Minimum, egress opening 24” height 20” width, 4 sq ft opening 
� Window sill height max 44" 
� Fall protection windows 
� Basement window well width minimum 36", 9 sf minimum total  area 
� Window well ladder required if height > 44" 
� Grate covers have 5.7 sf openable area w/ no locks 
� Natural light - 8% floor area, minimum 4 sf 
� Natural ventilation 4% floor area, minimum 4 sf 
� Smoke alarms each bedroom, all alarms interconnected 
� Carbon monoxide detectors 
� Light fixtures installed in clothes closets minimum 12" or depth of shelf horizontally from shelf, 6" 
minimum if fluorescent 
 
BATHROOMS: 
� Exhaust fans installed, minimum 50 cfm & vented to exterior at all water closet rooms & bathrooms or 
 natural ventilation 1.5  sf minimum 
� Lavatory sinks/faucets/drains installed & tested. Minimum 2 GPM aerator 
� Wall cleanouts installed if necessary 
� Trap arms offset maximum 90 degrees 
� Water closet 1.6 GPF 
� 30" Clear width @ W/C 
� 15" minimum from wall to center of W/C 
� No offset flange for W/C 
� W/C base caulked at floor 
� Shower compartment minimum 30" 
� Minimum 22" wide door @ shower 
� Safety glazing at all windows < 60" above floor 
� Moisture resistant finish in shower to 72" above floor 
� Shower/tub enclosure walls sealed at all openings for piping, valves, etc. 
� Minimum 3 GPM shower heads 
 
KITCHEN / DINING: 
� Natural light 8% floor area 
� Natural ventilation 4% floor area 
� 20 amp receptacles at kitchen, dining, pantry, breakfast area 
� Countertop receptacles spaced maximum 48" OC & within 24" of ends of counters 
� GFCI protection at all kitchen counter receptacles 
� Outlet boxes in cabinets not recessed into combustibles 
� Kitchen sink, drain, faucet installed, minimum 2.5 GPM aerator 
� Wall clean out installed for sink and foot vent, if applicable 



� Sink trap arm offset maximum 90 degrees 
� Dishwasher drain connected 
� Dishwasher receptacle installed and within 6’, cord connected 
� Permanent cooking appliances installed w/wiring & venting  complete 
� Nameplate rating of cooking appliances match conductor sizing and over current protection 
� Electric wiring within cabinets protected from damage w/metallic flex conduit & metal boxes used 
� All gas lines for cooking appliances have S.O.V. installed w/metallic flex line capped for pressure test 
 
 
GYPSUM WALLBOARD: 
� ½” gypsum under stairs where accessible 
� Gypsum shear fastening per shear schedule 
� Horizontal blocking & nailing at horizontal joints installed per shear schedule 
� Minimum 1 3/8” nails @ 7”oc @ ½’ gypsum ceilings, 8”oc walls 
� Exterior soffit board used at patio ceilings and entry ceilings unless properly protected from weather 
� Garage ceiling w/ livable above 5/8” Type X gypsum 
 
 
EXTERIOR: 
� Address numbers plainly visible and legible from street 
� Exterior two-way sanitary waste cleanout plugs installed & set to grade 
� All exterior wall finishes complete & painted 
� All exterior wall cleanouts installed where necessary 
� All exterior doors & windows installed 
� Exterior door landings within 1 ½” of threshold if door swings out 
� Exterior door landings within 8" of threshold if door swings in 
� Roofing complete 
� Fireplace spark arrestor installed, minimum 2' above any roof within 10' horizontally 
� “B” vents minimum 1' above roof & not within 4' of window & minimum 8' from vertical wall 
� Gable end roof vents, dormer vents, installed per attic ventilation calcs 
� Roof mounted heat pumps have disconnects within sight of equipment & proper fuse sizes 
� Ground mounted condensing units have disconnects within sight of equipment with proper fuses and 
 proper working  clearance & concrete pad 
� All roof flashing installed 
� Exterior GFCI receptacles installed & labeled covers 
� Exterior light fixtures installed at exit doors 
� Exterior flood lights have W/P boxes 
� Exterior j-boxes have W/P covers 
� Water heater T & P drain terminates 6" A.F.G. to exterior 

� A/C condensate drain(s) installed to exterior w/ 90° elbows 
� All hose bibs installed w/vacuum breakers 
� Grade away from foundation 6” minimum within 10’ 
� Contrasting address numbers installed with minimum 3” height 
� Garage driveway installed 
� Crawl space access 18” x 24” 
 
 
 
 
 
 
 
 
 
 
 



FINAL SPRINKLERS PER PLAN IF REQUIRED OR OPTION: 
� Installed per Engineered design 
� Separate electric service for well site 
� Well water low level alarm tested at dwelling (must be audible inside house) 
� Well site pump PSI per plan 
� Low level alarm setting for water well set per plan 
� Test switch accessible 
� Exterior water flow alarm tested at dwelling 
� Check sprinkler heads for obstruction i.e. fans lights, shelves, walls, etc. 
� Spare sprinkler heads provided (1 each type, 2 heads min) 
� Inspectors Test – 3/8 test orifice in place 
� Perform flow test 
1. Check minimum required PSI per plan 
2. Inspectors test wide open minimum 2 minutes 
3. Requires PSI = or > plan PSI entire 2 minutes 
4. No leaks at controls/relief valves 
� Approval tag left at control panel 
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